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(13) ANNEX

(14) EC-Type-Examination Certificate No. TUV 03 ATEX 2120

(15) Description of device
Continuity tester Type Ex-DT 12 is designed to test the continuity of electrical connections.

The maximum permitted ambient temperature is 50° C.
Electrical data

Supply 2 x micro-batteries IEC LR 03
(Internal battery) Uu=3V

Only batteries successfully type-tested in accordance with Section 10.9 of EN 50020:2002 are
permitted. The manufacturer and types are indicated in the Operating Instructions. Batteries must be
changed outside of the hazardous area (Information plate)

Measuring circuit in type of protection intrinsic safety EEx ia IIC
(Cable and probe tip) Max. ratings: U. = 3.3V
l-=5mA

Characteristic curve: linear
Max. permitted external capacity 1000 ,F
Max. permitted external inductivity 1 H
or for measuring of non-intrinsically safe circuits outside the potentially-explosive
area
Uy =420V
After being used on non-intrinsically safe circuits, the continuity tester must be checked to ensure
correct functioning (shorting of the measuring circuit) followed by a dwell time of 5 minutes before the
continuity tester can be brought into potentially explosive areas.
(16) Test documents are listed in the test report No. 03 YEX 550548
(17) Special conditions

None

(18) Fundamental Health and Safety Requirements

No additional ones
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Translation

1.Supplement

to Certificate No. TUV 03 ATEX 2120
Device: Continuity tester Ex-DT 12
Manufacturer: ecom Instruments GmbH
Address: Industriestr. 2

97959 Assamstadt
Order number: 8000 554525
Date of issue: 2008-05-22
Date of translation: 2011-11-14
Changes:

The device has been evaluated in line with a standard update.

The electrical data and all other details remain unchanged for this supplement.

The device incl. this supplement fulfils the requirements of the following standards:
EN 60079-0:2006 EN 50020:2002

(16) The test documents are listed in the test report No. 08 203 554525.

(17) Special conditions for safe use

No additional ones

(18) Fundamental Health and Safety Requirements

No additional ones

NORD CERT GmbH, Langemarckstrafe 20, 45141 Essen, notified by the central office of the countries for safety
engineering (ZLS), Ident. Nr. 0044, legal successor of the TUV NORD CERT GmbH & Co. KG Ident. Nr. 0032
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